MH-VM FRICITION WELD
MODULAR SIDE-SEAL PLASTIC STRAPPING MACHINE

MAXIMIZE YOUR PRODUCTIVITY

- Customer Driven Design
- High Speed Reliable Operation
- Automatic Strap Loading
- Quick-Change Modular Strapping Heads
MH-VM
MODULAR SIDE-SEAL PLASTIC STRAPPING MACHINE

Unparalleled Reliability and Flexibility

- Automatic strap loading
- 50% fewer moving parts than any competitive machine
- Simplified maintenance
- Automatic refeed
- Specially designed friction weld sealer for long lasting operation

Options
- Auxiliary pendant for remote operation
- Spare strap feeding and sealing modules
- Low strap indicator (with light tower)
- Caster wheel kit and floor locks
- Foot switch
- OEM interlock kit

Specifications

Production rate:
Actual production will vary depending on customer bundle size and number of straps per bundle. OEM production rate will also affect strap cycle rate.

Strap size:
3/8" - 1/2" (9-12mm) Polyester

Strap feed and take-up speed:
26 feet (7.9m) per second

Tension:
25 - 200 lbs variable

Electrical:
- 120/220V single phase
- 230/400/460/575V three phase 50/60Hz

Dimensions:
A - Maximum package width (W) from chart + 55"
B - Maximum package width (W) from chart + 11.25"
C - Conveyor height adjustable from 8" to 29"
D - Maximum package height (H) from chart + 7"
E - Dispenser: Standard 16.26" / Optional Large 25.2"

Quick-change modular strapping heads are easy to access and remove

- Less than 30 lbs each
- Can be swapped out in seconds
- No special handling equipment necessary
- Simple design with few moving parts and highly durable wear parts
- No belts, pulleys or adjustments
- Easy access to the strap path